
2002-09 F-250, 350 & 450 40/20/40 Installation 
 

  
Step 1.  Lid/L:   
All the pieces of the seat cover are marked inside.  Refer to 
ǘƘŜ ά{Ŝŀǘ /ƻǾŜǊ tƛŜŎŜ LŘŜƴǘƛŦƛŎŀǘƛƻƴ /ƘŀǊǘέ ǘƻ identify pieces.  
Place the lid cover on with the four loop (fuzzy) straps to the 
back (hinge) and tuck the cover behind the latch in front.  
Mate the side to side fasteners first.  Then, slide the two 
outside edge loop fasteners into the hinge in back using a 
sawing motion and then mate them to the long outside edge 
hook (sticky) straps on the front.  Lastly, slide the two 
remaining loop straps into the hinge where shown and mate 
them to the corresponding hook straps on the front edge.  
Reposition the straps for the best fit 

Step 2. Middle Bottom/MB:   
Remove the seat belts from the elastic straps on the sides of 
the middle seat bottom.  Position the front of the seat cover 
by lining up the seams of the seat cover to the seams of your 
seat.  Keeping the sides of the seat cover turned inside out 
while you are positioning the front will keep them from 
attaching prematurely to the carpet on the sides of the seat. 

  
Step 3. Middle Bottom:  
 Fold the console part way down and tuck the left rear corner 
around the back of the seat. 

Step 4. Middle Bottom:   
Route the long front hook fasteners under the seat and mate 
them to the carpet on the back edge of the seat.  Separate 
from the carpet, and then re-mate the left and right front 
hook tab to the carpet on the sides of the seat. 



  
Step 5. Middle Bottom:   
Next, pull the right rear side of the seat cover around to the 
back and mate it to the carpet as shown.  Next, pull the back 
edge of the seat cover down and mate the hook fastener to 
the carpet on the back edge of the seat.  Lastly, feed the seat 
belts through the elastic restraints sewn on the left and right 
side of the seat cover.   

Step 6. Console/C:   
Slide the cover over the console ǿƘƛƭŜ ƛǘΩǎ ƛƴ ǘƘŜ ǳǇ Ǉƻǎƛǘƛƻƴ 
with the cup holders in front, and then fold it down.   

  
Step 7. Console:   
Tuck the sides of the seat cover behind the plastic for the 
hinges on the left and right side.   

Step 8. Console:   
Fold the console down and pull the right side of the seat cover 
around to the back and mate the hook strip to the loop strip 
sewn on the back as shown. 



  
Step 9. Console:   
Slide the rear outside edge straps into the left and right side 
of the hinge in a sawing motion as in step 1.  As in step 1, 
feed the center loop straps into the hinge and gently pull 
them through.    

Step 10. Console:   
Fold the fasteners into the plastic box of the console and note 
the areas where they will lay.  Clean those areas on the plastic 
with rubbing alcohol.  Do this by scrubbing hard with an 
alcohol soaked cloth and wipe them dry while they are still 
wet to remove the entire residue.  DO NOT use any Armorall 
type products to clean the console interior.  If it has an 
upholstery product on it use dish washing detergent with 
water to scrub it off, followed by the alcohol cleaning process 
again.   

  
Step 11. Console:   
Make sure the material of the seat cover is pulled up to the 
edge of the console on left and right, but not between the 
console and lid (see the left side of the photo).  Pull the back 
edge of the cover up to the hinge in back.  With the seat 
cover in position, peel the plastic off of the adhesive hook 
and touch it to the plastic.  Push the adhesive hook very hard 
into the plastic.  If the adhesive hook is not sticking, stop and 
re-clean the areas.  

Step 12. Console:   
bƻǘŜ ǘƘŜ ǇƭŀŎŜƳŜƴǘ ƻŦ ǘƘŜ ѹέ · рέ ŀŘƘŜǎƛǾŜ ƘƻƻƪΦ  Lǘ ƛǎ ŦƭǳǎƘ 
with the edge of the plastic.  Pull the material in on both sides 
and mate the loop strip to the adhesive hook.  Some slight 
repositioning of the loop fasteners may be needed to provide 
the best fit. 


