Step 1. Tofl:
Remove the headrests by lifting them up all the wa
using the push button release on the right side. Ne
use gentle upward pressure and depress the semi
hidden push buttonelease on the left.

Step 3. Toffr:
Tuck the fabric under the plastic for the headrests
and slide the seataver behind the top of the seat.

Step 5. Tofr:

Tuck the left and right side hook (sticky) fasteners
into the seat and rate them to te carpet on the
seat. Do it bymoothingthe front of the seat cover
with one hand from the top to the bottomemoving
the wrinkles andthen mate the fastener with the

other hand

Step 2 TopT:

All the partsof the seat cover arlabekedinside. Use
the seat cover piecilentification chart to D parts.
Slide the seat cover behind the seat belt, over the t
of the seat and tuck the fabric under the plastic box
for the seatbelt.

Step 4. Tofr:
Carefully tuck the bottom of the seat cover over the
child restraints located where the bottom meets the
backrest.

Step 6 TopT:

Tuck the sides of the seat cover keeping theside
fastenersturned away from the seais shown.
Line up the seams of the seat cover to the seams ¢
the seat, hey $iould clsely match. Mte theside
hookfastenersto the carpet on the seeby pushing
the seat covein and down




Step 7 Driver& Passenger Bottomi®B&PB
Remove the seatbelts from their elastic restraints.
Only the two seatbeltsvhere the seat bottoms eet
need to be removed from the elastic.
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Step 9. Driver & Passenger Bottoni®B&PRB
With the seat bottom agled up slightlycarefully
tuck the hook fasteners into the seat
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Step 8. Driver & Passenger Botton®B&PB
{
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Step 10.Driver & Passenger Bottom®B&PR
Move the seat up and down, tucking thestaners
though to the bottom. Againide up the seams of
the seat cover with the seams of your seat. Use th
smoothing actionon top of the seatfrom the front to
the back and mat¢he fasteners to the carpet on the
seat.




Step 11.Driver & Passenger Bottom®B&PB Step 12. Driver& Passenger Bottom®B&PR
Mate the hookfastener to the bottom of the seat Push the seatbelts through the elastic restraints se
starting on the inside, working your way out. to the seat cover.

Step 13. HeadrestH: Step 14. Headrestsl:

Slide the cover on with the extending hook straps t| Mate the hook fasteners front to the loop strip
the front. Work the material inside the cover from | sewn inside the back edge.

the forefinger to the thumb.




