
2007-09 Chevy/GMC Crew Cab Rear Installation 

  
Step 1. Driver & Passenger Top DT&PT:   
Temporarily remove the headrests.   Do this by lifting them 
up all the way holding gentle upward pressure and insert a 
heavy paper clip into the hole in the plastic until it 
releases.  Keep holding upward pressure and release the 
other side of the headrest. 

Step 2. Headrests/H:   
All the parts of the seat cover are labeled inside.   Use the 
seat cover piece identification chart to ID parts.   Slide the 
headrest cover on with the extending hook straps (sticky) 
to the front.  Tuck them inside the back edge and mate 
them to the loop fastener (fuzzy) sewn inside the back 
edge.   

  
{ǘŜǇ оΦ 5ǊƛǾŜǊΩǎ ¢ƻǇ/DT:   
Tuck the seat cover behind the seatbelt and turn the top of 
the seat cover inside out to keep the hook fastener from 
mating to the carpet behind the backrest. 

{ǘŜǇ пΦ  5ǊƛǾŜǊΩǎ ¢ƻǇ/DT:   
Fold the armrest partway down and tuck the material 
around the armrest. 

  
{ǘŜǇ рΦ 5ǊƛǾŜǊΩǎ ¢ƻǇ/DT:   
Tuck the seat cover fabric under the plastic for the 
headrests. 

{ǘŜǇ сΦ 5ǊƛǾŜǊΩǎ ¢ƻǇ/DT:   
Tuck the seat cover in behind the plastic on the inside and 
outside edge.  



  
{ǘŜǇ тΦ 5ǊƛǾŜǊΩǎ ¢ƻǇ/DT:   
Tuck the seat cover fabric behind the metal hinge for the 
armrest.  

{ǘŜǇ уΦ 5ǊƛǾŜǊΩǎ Top/DT:  
Tuck the sides and bottom of the armrest cavity fabric 
behind the plastic lip. 

  
{ǘŜǇ фΦ 5ǊƛǾŜǊΩǎ ¢ƻǇ/DT:   
Tuck the top corners of the material behind the plastic 
using a shoe horn or some other rounded corner tool.    

{ǘŜǇ млΦ 5ǊƛǾŜǊΩǎ ¢ƻǇ/ DT:  
 Using the shoe horn tuck the fabric in on the top.  Do it by 
pushing it in and down behind the plastic.    

  
{ǘŜǇ ммΦ 5ǊƛǾŜǊΩǎ ¢ƻǇ/DT:   
Lift the seat bottom part way up and tuck the long hook 
straps into the seat.  

Step 12Φ 5ǊƛǾŜǊΩǎ ¢ƻǇ/DT:    
Tilt the seat bottom into the backrest.   With one hand 
slide the long hook fasteners up behind the seat and mate 
them to the carpet on the back of the seat.  

  
{ǘŜǇ моΦ 5ǊƛǾŜǊΩǎ ¢ƻǇ/DT:    
Mate the hook fastener sewn inside the back of the seat 
cover to the carpet behind the top of the seat.   

{ǘŜǇ мпΦ 5ǊƛǾŜǊΩǎ ¢ƻǇ/DT:   
 Tuck the right and left corner hook straps into the seat. 


